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A powerful 1/2 HP circulator. This fan is engineered and designed for use in large, non-air conditioned facilities, which require gen-
eral air circulation. This fan is ideally suited for providing spot cooling where long aisles and production lines exist.

24HDH fan head
shown with optional
2430PB pole and base.

• Powerful 1/2 HP air circulator fan
• Fan head (motor-blade-guard) ships in one UPS-able box
• Optional mounts ship in separate UPS-able box

Blade Max CFM
Size Fan Head Amps High Low
24” 24HDH 8.1 7,300 5,500
30” 30HDH 8.1 9,200 6,900
36” 36HDHA 8.1 12,550 9,070

Fan Performance

Motor 1/2 HP, 2-speed, 120 volt, totally en-
closed, thermally protected,PSC motor
with permanently lubricated ball bearings

Switch Heavy duty pull chain
Cord 12’ long 3 conductor SJT type
Blade Coated steel
Guard Double locking powder coat finish
Fan Head Tilt Pedestal - 10° down or 28° up

Wall mount - 40° down or 0° up
Column Adjustment 48-7/8 to 60 inches
Pedestal base 27” diameter steel dome
Column/Base Connect 5 carriage bolts

BLADE FAN ORDER NUMBER SHIPPING WEIGHT
SIZE TYPE FAN HEAD HEAD
24” Head 24HDH 51 lbs.
30” Head 30HDH 51 lbs.
36” Head 36HDHA 61 lbs.

Ordering Summary

Mount Ordering Summary

TYPE ORDER NUMBER
Wheel Kit PBWK
Safety Cable 2430SC

Optional Accessories BLADE FAN UNIPACK SHIPPING
SIZE TYPE ORDER# WEIGHT
24” Pedestal Mount 24HDHP 89 lbs.
24” Wall Mount 24HDHW 56 lbs.
24” I-Beam Mount 24HDHI 58 lbs.
24” Ceiling Mount 24HDHC 55 lbs.
30” Pedestal Mount 30HDHP 89 lbs.
30” Wall Mount 30HDHW 56 lbs.
30” I-Beam Mount 30HDHI 58 lbs.
30” Ceiling Mount 30HDHC 55 lbs.

Assembled Head Uni-pack Ordering Summary

ORDER SHIP
NUMBER DESCRIPTION WT
2430PB Adjustable Pedestal 37
2430WG Wall Mount 5
2430I I-Beam Mount 7
2430C Ceiling Mount 4
2430S Suspension Mount 4


