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Meets OSHA standards

DIRECT DRIVE PORTABLE BLOWERS

BLADE ORDER CFM SHIPPING
SIZE NUMBER FAN TYPE HP HIGH LOW AMPS WEIGHT
30” MVB30D Standard 1/4 7400 5800 2.75 55 lbs.
30” MVB30DC Tilt Cart 1/4 7400 5800 2.75 70 lbs.
36” MVB36D Standard 1/3 9200 7200 3.75 66 lbs.
36” MVB36DC Tilt Cart 1/3 9200 7200 3.75 105 lbs.
42” MVB42DB Standard 1/2 16,500 N/A 6.0 90 lbs.
42” MVB42DC Tilt Cart 1/2 16,500 N/A 6.0 122 lbs.

Ordering Summary

The MVB series Direct Drive fans are intended for light
duty commercial use where an economical solution is
needed. Applications where sound levels are less of a
priority like garages and agricultural facilities are well
suited for direct drive fans.

• Two speed totally enclosed motor
• Durable 20 gauge steel housing
• Painted steel guards
• 8” semi-pneumatic wheels
• 23” wheel base
• Double handle design
• 10’ Grounded three conductor cord

The easy to roll tilt cart is powder-paint coated for durability and
made of 1” diameter heavy gauge steel tubing reinforced with
welded cross braces creating a stable platform. This allows the
fan to be tilted at any angle to direct the airflow where needed
without tipping over.

Tilt Cart

Standard

Meets OSHA standards

DIRECT DRIVE SUSPENSION BLOWERS

BLADE ORDER CFM SHIPPING
SIZE NUMBER FAN TYPE HP HIGH LOW AMPS WEIGHT
30” MVB30DS Suspension 1/4 7400 5800 2.75 50 lbs.
36” MVB36DS Suspension 1/3 9200 7200 3.75 65 lbs.
42” MVB42DS Suspension 1/2 16,500 N/A 6.0 85 lbs.

Ordering Summary

The MVB series Direct Drive suspension fans are intended for
light duty commercial use where an economical solution is
needed. Applications where sound levels are less of a priority
like garages and agricultural facilities are well suited for direct
drive fans.

• Two speed totally enclosed motor
• Durable 24 gauge steel housing
• Painted steel guards
• 10’ Grounded three conductor cord

Comes with hanging hardware and safety cable. Chain or cable
used to suspend unit from ceiling not supplied.


