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CATALOG REFLECTOR ELEMENT SHIPPING
NUMBER WATTS VOLTS PHASE ANGLE TYPE WEIGHT
PM2081 208
PM2021 2,000 240 1 18lbs.
PM2041 480
PM2061 600
PM4581 208
PM4521 4,500 240 1 18lbs.
PM4541 480
PM4561 600 MetalPM6083 208 1 and 3 90° Symm Sheath
PM6023 240 1 and 3
PM6071 6,000 277 1 25lbs.
PM6043 480 1 and 3
PM6063 600 1 and 3
PM13583 208 3
PM13523 240 3
PM13571 13,500 277 1 55lbs.
PM13543 480 1 and 3
PM13563 600 1 and 3

Ordering Summary
• Heavy duty U-bend metal sheath
heating elements.
• For spot heating hang individually
or in groups.
• Optional wire guard available for
all units.
• Gasketed terminal box UL Listed for dust-
tight and weather-proof applications.
• Heater can be washed down
AFTER BEING DISCONNECTED.
• Optional cart kits available so that fixed
heaters can be field converted to portable
spot heaters. (See pg 46 for cordsets and
optional accessories)

The higher watt density, industrial infrared heaters are designed to provide a rugged source of heat for use in areas where
dependence on air movement is impractical. The PM Series infrared heaters are designed primarily for permanent mount-
ing on the ceiling, but may be used in any orientation.

13.5 KW Fixed w/Optional Grille


