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• Heavy duty straight metal sheath element
• UL and CUL approved
• 1.0, 1.5, 2.0 and 2.5 KW heat outputs available
• Voltages include 120, 208, 240, 277 and 347
• Single phase operation only
• Heater can be washed down AFTER BEING
DISCONNECTED
• Safety grilles available
• Min. Mounting Height: 8 Ft.

Ordering Summary

Optional Accessories - PN Wire Guards

CATALOG REFLECTOR ELEMENT SHIP
NUMBER WATTS VOLTS PHASE ANGLE TYPE WT.
PN1011 120
PN1081 1,000 208 1 90° Symm Metal 10 lbs
PN1021 240 Sheath
PN1511 120
PN1581 208 Metal
PN1521 1,500 240 1 90° Symm Sheath 15 lbs
PN1571 277
PN1531 347
PN2001 208
PN2021 2,000 240 1 90° Symm Metal 18 lbs
PN2071 277 Sheath
PN2031 347
PN2501 208
PN2521 2,500 240 1 90° Symm Metal 20 lbs
PN2571 277 Sheath
PN2531 347
Note: Cordsets ordered separately, pg 46.

CATALOG SHIPPING
NUMBER QTY COMPATIBILITY WEIGHT
PNWG01 1 For use with 1KW PN heaters 3 lbs
PNWG105 1 For use with 1.5 KW PN heaters 5 lbs
PNWG200 1 For use with 2.0 KW PN heaters 7 lbs
PNWG250 1 For use with 2.5 KW PN heaters 10 lbs

This type portable low watt density industrial infrared heater is designed to provide clean, odor-free heat for indoor and
outdoor work stations and is a good source of heat for use in areas where dependence on air movement is impractical.




