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HUHAA320 UHMT1 UHMT1 M601W M601W N/A 208 HUH520SA UHTA1 M601W 208

*HUHAA520 UHMT1/UHMT2 UHMT2 WT11A/M600S M600S 5A 208 HUH524SA UHTA1 M601W 240

HUHAA720 UHMT1 UHMT1 M601W M601W 5B 24 HUH548SA UHTA1 M601W 240

HUHAA1020 UHMT1 UHMT1 M601W M601W 5B 24 HUH560SA UHTA1 M601W 240

HUHAA1520 UHMT1 UHMT1 M601W M601W 5A 24 HUH720SA UHTA1 M601W 208

HUHAA2020 UHMT1 UHMT1 M601W M601W 5A 24 HUH724SA UHTA1 M601W 240

HUHAA3020 UHMT1 UHMT1 M601W M601W 5A 24 HUH748SA UHTA1 M601W 240

HUHAA5020 UHMT1 UHMT1 M601W M601W 5A 24 HUH760SA UHTA1 M601W 240

HUHAA324 UHMT1 UHMT1 M601W M601W N/A 240/208 HUH1024M UHTA1 M601W 240

*HUHAA524 UHMT1/UHMT2 UHMT2 M601W/M600S M600S 5A 240/208 HUH1048M UHTA1 M601W 240

HUHAA724 UHMT1 UHMT1 M601W M601W 5B 24 HUH1060M UHTA1 M601W 240

HUHAA1024 UHMT1 UHMT1 M601W M601W 5B 24 HUH1524M UHTA1 M601W 240

HUHAA1524 UHMT1 UHMT1 M601W M601W 5C 24 HUH1548M UHTA1 M601W 240

HUHAA2024 UHMT1 UHMT1 M601W M601W 5C 24 HUH1560M UHTA1 M601W 240

HUHAA2524 UHMT1 UHMT1 M601W M601W 5A 24 HUH2048M UHTA1 M601W 240

HUHAA3024 UHMT1 UHMT1 M601W M601W 5A 24 HUH2060M UHTA1 M601W 240

HUHAA4024 UHMT1 UHMT1 M601W M601W 5A 24 HUH2548L UHTA1 M601W 240

HUHAA5024 UHMT1 UHMT1 M601W M601W 5A 24 HUH2560L UHTA1 M601W 240

HUHAA327 UHMT1 UHMT1 M601W M601W N/A 277 HUH3048L UHTA1 M601W 240

HUHAA527 UHMT1 UHMT1 M601W M601W N/A 277 HUH3060L UHTA1 M601W 240

HUHAA727 UHMT1 UHMT1 M601W M601W 5B 24

HUHAA1027 UHMT1 UHMT1 M601W M601W 5B 24

HUHAA348 UHMT1 UHMT1 M601W M601W N/A 24

HUHAA548 UHMT1 UHMT1 M601W M601W N/A 24

HUHAA748 UHMT1 UHMT1 M601W M601W 5B 24

HUHAA1048 UHMT1 UHMT1 M601W M601W 5B 24

HUHAA1548 UHMT1 UHMT1 M601W M601W 5C 24

HUHAA2048 UHMT1 UHMT1 M601W M601W 5C 24

HUHAA2548 UHMT1 UHMT1 M601W M601W 5C 24

HUHAA3048 UHMT1 UHMT1 M601W M601W 5C 24

HUHAA4048 UHMT1 UHMT1 M601W M601W 5A 24

HUHAA5048 UHMT1 UHMT1 M601W M601W 5A 24

5A- IS STANDARD FIELD CONVERTIBLE TO 2-STAGE

5B- OPTIONAL MTO AMP LOAD UNBALANCED ON THREE PHASE

5C- OPTIONAL MTO AMP LOAD BALANCED ON THREE PHASE

* WHEN MODELS ARE WIRED FOR 3PH, A 2-STAGE THERMOSTAT MUST BE USED.


